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SYSTEM (CAN) DATA STREAM READ CODE CLEAR CODE ACTIVATION
Engine (Gasoline / GDI / + + + ETV initialization procedure
Diesel) Learning procedure for idling
Transmission (ELC-AT) + + +
Air Bag + + +
~2007
ABS/ASC + + +
TCL (Traction Control) + + +
~2007
Cruise Control + + +
A/C + + +
~2007
Immobilizer + + + Key registration, add keys, engine key code register
Meter + + + Service Reset
~2007
TPMS + +
Display + +
SYSTEM (non-CAN) DATA STREAM READ CODE CLEAR CODE ACTIVATION
Engine (Gasoline/GDI/Diesel) + + + +
Transmission (ELC-4/5AT) + + + +
Air Bag + + + +
ABS + + + +
TCL (Traction Control) + + + +
A/C + + + +
SWS + + + +
AYC/ACD + + + +
Immobilizer + + + Special Function




1. Some of early models, automatic Transmission and ABS systems are have no digital protocol communication capability. It might be used jumping wire
to energizer the impulse codes or flash codes on instrument cluster. / Cuctembl aBT. KINM n ABS, B HEKOTOPLIX paHHUX MOAENAX, He UMEKT
OOCTYNHOro undcpoBoOro NPoTokosna cBA3un. [lonyckaeTcs UCNonb3oBaThb AONOJNHUTENbHLIE Kabenu ans Bo3oyxaeHust UMNynbCcHbIX kogoB unu Flash-
KoAbl NnaHenu npuéopos./

2. Other Systems include Cruise, 4WS and ECS. / [lpyrue cuctemsl, Bkntoyas Kpyuns-koutponb, 4WS u ECS. Tonbko npsimbie NpOTOKOsbI cBA3U/

3. Toregister a key, a manufacturer password is required. The user should be aware that only two keys could be valid at the same time. That is, if the
user has two valid keys, the user register another new key, then one of the original valid keys will be invalidated./ Ansa peructpauumn kno4ya TpebyeTcs
naponb usrotosurtens. MNonb3oBaTenb AOMKEH 3HaTb, YTO TONbLKO ABa Ki0o4Ya MOryT ObITb AeMCTBUTENbHbI OQHOBPEMEHHO. T.0., ecnu nonb3oBaTtenb
MMeeT ABa AeNCTBUTENbHbIX KIo4Ya, U1 perucTpupyeT Apyron, HOBbIN KIO4, TO OAUH U3 OPUrMHaNbHbIX AeMCTBUTENbHbIX Kntoven 6yaeT HegocTtyneH./

4. To register a new key, there are two procedures: (a) Key register, which can be done by this software. (b) Remote Controller Register that controls the
central lock can’t be registered by the scanner. Users should consult the repair manual to go through this procedure./ ins perucrtpauum HoBoro Knroua
OOCTYMHbI ABe npoueaypbl: a) Pernctpauns kniro4va, KOTOPbIN MOXET ObITb CAeNnaH 3TUM NporpaMMHbIM o6ecnevyeHuem. b) YaaneHHas pernctpaums
KNKoYa, KOTOPbIN yNpaBnsieT LeHTPanbHbIM 3aMKOM, HO HE MOXET ObITb onpeaeneH 3TUM ckaHepowm. lNonb3oBaTenu AOMKHbI MPOKOHCYIbTUPOBATLCS
C Aunepom, YTo6bl NPONTH 3Ty Npouenypy./

5. Recommend remote control register procedure/PekomeHgauum no npouenype permcrpaumm HoBoro knrova/:

(a) Short the diagnostic connector pin 1 to ground./ 3amKkHMTe KOHTaKT 1 AMarHocTM4yeckoro npubopa Ha maccy/

(b) Switch ignition to ACC within 10 seconds./YcTaHoBuTe Kno4 3axuraHus B nonoxeHne ACC Ha 10 cekyHpa.

(c) Switch to OFF, stay for 1 second./YctaHoBuTe kntoy 3axuraHma B nonoxeHue OFF, nogoxaute 1 cekyHay./

(d) Repeat step (b) and (c) for three times. The door locks of the vehicle will lock and unlock automatically once, and go into password setting
mode./ MNoBTopute nyHkThI (b) 1 (c) TpK pa3a. [IBepu 3aKpoIOTCA, NOTOM aBTOMaATUYECKU OTKPOIOTCSH, U Bbl MOXETe PerucTpMpoBaThb KoYy
yCTaHOBNEHHbIM cnoco6om./

(e) Push key remote control button twice. (The first push has to be within 10 seconds)./ HaxxmuTe KHONKy Ha AUCTaHLMOHHOM KIlloye 2 pasa
(nepBbIn pa3 B TeyeHune 10 cekyHa)./

(f) After the procedure is carried out, the locks of the vehicle will lock and unlock automatically once./ lMocne 3aBeplueHnA npouenypbl ABEpU
OTKPOKOTCSH U 3aKPOIOTCA aBTOMaTU4yecku./

(g) Finished. / Ha atom Bce.../

(h) To set the second remote controller, repeat procedure (a) to (g). NOTICE! The central lock module can only store two passwords (keys)./ Ans
perucrpauum BTOPOro Krio4va nosropute npoueaypy (a-g). MomHute! Bnok ynpaBneHmMsa cnocob6eH XpaHUTb TONbLKO ABa knroya./

6. Do not support some models equipped with Chrysler systems. / He noaaepxuBaeTcs HeKOTOpbIMU MOAeNsAMU, 060PYAOBaHHLIMU CUCTEMAMMU
Chrysler.



